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Welding Automation
Longitudinal Seamer

LS

1Ø 200~230VAC 50/60Hz

mm

※ Specifications are subject to change without prior notice.

Carriage drive

Model

Power input

Drive motor

Thickness

Welding length (A) 

Workpiece min. dia. (B) 

Workpiece max. dia.

Travel accuracy

Carriage speed

Carriage (W x H) 

Overall height  (C) 

Overall width (D) 

Specification

Dimensions

ProArc precision seam welders excel in straight-line welding for flat plates and 

round tanks. By optimizing production workflows, this advanced system maximizes 

daily output while significantly reducing welding costs, providing you with a reliable 

competitive edge and elevating your product quality to new heights.

ProArc makes your welding process easy and smart.

• LS-12

Overall length (E) 

Unit

mm

mm

mm

mm

mm

mm

mm/min

mm

~

mm

LS-06 LS-24LS-18LS-15LS-12LS-09 LS-36LS-30

684

67

1,540

89

988

1,840

1,292

108

2,145

1,596

133

2,450

1,900

152

2,880 3,490

184

2,508

4,200

241

3,116 3,724

311

4,800

Rack & Pinion

Servo motor

0.1 ~ 10

850

± 0.05

50 ~ 16,000

350 x 330

1,700

990



Servo drive carriage for stable, reliable 

motion with accuracy and repeatability.

Aluminum clamp with copper finger. 

Non-magnetic design prevents arc 

deflection. Double-sided copper clamps 

offer dual-use versatility. 

Interchangeable copper backing bar 

with shielding gas diffusion holes.

Intuitive HMI with adjustable mount.

Double linear guide with precision rack.

Ample welding space for observation 

and additional accessories.

Centering device, pnematic/manual, 

for fast positioning.

Riser block for increased workipece 

height.

Options

• LS-001 Retractable edge alignment device

• LS-002 Pneumatic edge alignment device

• LS-003 Water cooled mandrel

• LS-004 Mandrel spacer

• LS-006 Automatic shield gas purge system

• LS-007 Fixed riser block

• LS-008 Heavy duty riser block (removable)

• LS-009 Pneumatic mandrel clamping device

• LS-011 Dual clamping pressure control

• LS-012 Auto loading travel car

• IR Self-aligning idler rolls

• WF-10 Digital cold wire feeder 

• AVC-150 Arc voltage control system

• Elevating model for customized 

  diameter


